


Details 

Control panel 

Power Supply 

Manual tilting controller 

Melting chamber 

Universal wheel 

Water outlet & inlet 



Operation Panel 

Power control 

Power display 

Heat open 

Power switch 

Heat close 

Main switch 

Overheating display 

Overcurrent display 

Water shortage display 

Working display 
Operation display 



Product Show 



Parameter 

Model MF-15 MF-25 MF-35 MF-45 MF-70 MF-90 MF-110 MF-160 

MAX input power 15KW 25KW 35KW 45KW 70KW 90KW 110KW 160KW 

MAX input current 23A 36A 51A 68A 105A 135A 168A 240A 

Input voltage Three-phase 340V ~420V 50/60Hz 

Oscillation frequency 1K~20KHz 

Requirement 
of cooling 

water 

Hydraulic 
pressure 

≥0.2Mpa ≥0.3Mpa 

Flow rate ≥6L/Min ≥20L/Min 

Temperature of water ≤45℃ 

Generator box 

Weight 28kg 29kg 52kg 52kg 57kg 91kg 99kg 134kg 

Volume 51×28×49cm 65×35×58 78×40×88 78×50×88 

Transformer 
box 

Weight 35kg 35kg 35kg 38kg 52kg 68kg 95kg 95kg 

Volume 62×30×53cm 64×48×58 64×65×61 



Supply Scope 

Quartz Rod 



Application 

COOLDO ELECTROMECHANICAL EQUIPMENT CO., LTD.  
Skype: mandymeina    Email: sales@induction-hearts.net 
Tel: +86-15168765707   Website: www.cdoinduction.com 


