


Details 

Control panel 

Power Supply 

Chain tilting 

Furnace mouth 

Flow meter 



Operation Panel 

Speed adjustment 

FWD 

REV 

Voltmeter 

Ammeter Power switch 
Heat close 

Heat open 

Power control 
Main switch 

Power display 



Product Show 

Lid(optional) Furnace Mouth Lid 

Convenient Casting Speedy Melting Flow Meter 



Parameter 

Model CDO-FM25 CDO-FM35 CDO-FM45 CDO-FM70 

Power 25kw 35kw 45kw 70kw 

Voltage 380V, 3 phase, 50/60hz 

Applicable metal Gold, silver, copper 

Max temperature 1500℃ 

Melting time 8-10min 15-18min 20-25min 30-40min 

Melting pot material Pure graphite Pure graphite Silicon carbide Silicon carbide 

Max capacity 
Gold:30kg 
Silver:20kg 

Copper:20kg 

Gold:45kg 
Silver:30kg 

Copper:30kg 

Gold:75kg 
Silver:50kg 

Copper:30kg 

Gold:50-100kg 
Silver:50-100kg 

Copper:50-100kg 

Dimension （LWH） Main frame:700*900*1200mm    Furnace:1000*800*1800mm 



Features 

1. Melting Capacity: 5-80kg 

2. Furnace body with chain motor tilting. 

3. The mould is intergrated with furnace body. 

4. Lower power consumption, the IGBT technology saves 15-30% energy than 

KGPS,100% full load. 

5. Installation and maintenance are convenient, it can be finished by video or 

our manual guide. So it reduces the cost which you need pay for the engineers 

abroad for installation. 

6. The occupied land for the gold melting furnace is less than 1 square meter. 

7. The crucible replacement is very easy for different metal material. 

8. 24 hours constant working will meet your long time melting. 

9. Low pollution, low noise. 



Application 

COOLDO ELECTROMECHANICAL EQUIPMENT CO., LTD.  
Skype: mandymeina    Email: sales@induction-hearts.net 
Tel: +86-15168765707   Website: www.cdoinduction.com 


